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ND1 3-PHASE POWER QUALITY ANALYSER
•   Measurement  and  recording  of  over  300  electric  energy    
   quality  parameters  acc.  to  EN  50160  standard.

•   OperaƟon  in  3  or  4-‐wire,  3-‐phase,  balanced  or  unbalanced    
   power  networks.

•   Analysis  of  current  and  voltage  harmonics  up  to  the  51  st.

•   Configurable  archives  of  actual  values  and  event  recording.

•   Data  archiving  on  a  CompactFlash  card  -‐  memory  up  to  4  GB.

•   Web  Server,  FTP  Server.

•   Interfaces:  RS-‐485  (Modbus  Slave,  Modbus  Master).    
   Ethernet  10  Base-‐T  (Modbus  TCP/IP  Server)  and  USB.

•   Colour  touch  screen:  LCD  TFT  5.7”,  320  x  240  pixels.

•   Users  friendly  interface  based  on  Windows®CE.
•   IP65  protecƟon  grade  from  the  frontal  side.

•   Recording  of  operator’s  messages.

•   SynchronizaƟon  of  RTC  clock  with  the  NTP  Ɵme  server.

Measurement  and  
recording  of  energy  network    
parameters  quality
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ND1 Setup  -‐
configuraƟon  of  ND1  
analyser  on  the  PC  

computer.

KD Check  -‐  digital  
signature  verificaƟon  
of  files  in  csv  format.

KD Connect  -‐  
communicaƟon  
service  with  the  
analyser  through  
USB  interface.

FTP Download  
-‐  automaƟzaƟon  of  
the  data  imporƟng  
process  from  the  CF  

card.  

TOOL 
SOFTWARE:

ND1 3-PHASE POWER QUALITY ANALYSER

OçãÖçãÝ
Kind  of  output ProperƟes
Analog  output 4  programmable  current  outputs  of  0/4...20  mA,  load  resistance  <  500  Ω•

Relay  output 6  programmable  electromagneƟc  relays,    
voltageless  NOC  contacts,  load  capacity:  250  V  a.c./1  A  a.c.

•

Output  to  supply    
object  transducers 2  outputs  of  24  V  d.c./30  mA•

IÄÖçãÝ
Kind  of  input Measuring  range Parameters Basic  error

Voltage  input 57.7/100  V,  230/400  V  or  400/690  V 0.05...1.2  Un ±  0.2%
Current  input 1  A  or  5  A 0.005...1.2  In ±  0.2%
Logic  input 12  inputs:  0/5...24  V  d.c. switch  frequency  up  to  50  Hz

D®¦®ã�½  ®Äã�Ù¥���Ý
Interface  type ProperƟes
RS-‐485 2  interfaces:  MODBUS  Slave  and  Master,  baud  rate:  300…256000  bit/s,  transmission  mode  ASCII/RTU
USB Device  V.1.1,  USBB-‐G  socket
Ethernet 10  Base-‐T,  RJ45  socket,  Modbus  Slave  TCP/IP

R�ã��  ÊÖ�Ù�ã®Ä¦  �ÊÄ�®ã®ÊÄÝ
Supply  voltage 85...230...253  V  a.c./d.c.,  40...400  Hz  a.c. Power  consumpƟon  ≤  30  VA
Ambient  temperature Work:  0...23...50°C Storage:  -‐  20...60°C
RelaƟve  humidity <  70%   CondensaƟon  inadmissible

ReacƟon  against
supply  decays Data  and  device  state  preservaƟon
supply  recovery ConƟnuaƟon  of  device  work

Short  term  load  (5s) 2  Un  (max.  1000  V) 10  In

Casing  protecƟon  grade From  frontal  side:  IP  65 From  terminal  side:  IP20

Safety  requirements
InstallaƟon  category:  II

EN  61010-‐1
PolluƟon  grade:  2

Maximum  phase-‐to-‐earth  
operaƟng  voltage

From  the  measuring  system,  relays    
and  supply:  500  V
For  RS-‐485  and  USB  interfaces:  50  V
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Measuring  quanƟty   Range Basic  error Remarks

Voltage  U

57.73  /  100.0  V  (Ku  =  1)
230.0  /  400.0  V  (Ku  =  1)
400.0  /  690.0  V  (Ku  =  1)

400.0  kV  (Ku  ≠  1)

±  0.2  % Ku  =  1...4000

Current  I
1.000  A  (Ki  =  1)
5.000  A  (Ki  =  1)
100.0  kA  (Ki  ≠  1)

±  0.2  % Ki  =  1...20000

AcƟve  power  P
Mean  acƟve  power  Pav

0.0…  (-‐)  6000,0  W
999.00  MW  (Ku  ≠  1,  Ki  ≠  1) ±  0.5  %

Apparent  power  S 0.0…6000.0  VA
999.00  MVA  (Ku  ≠  1,  Ki  ≠  1) ±  0.5  %

ReacƟve  power  Q 0.0…(-‐)  6000.0  var
999.00  Mvar  (Ku  ≠  1,  Ki  ≠  1) ±  0.5  %

AcƟve  power  factor  PF -‐1.000…0…1.000 ±  0.5  % PF  =  Power
Factor  =  P/S

Coefficient    tg   -‐10.00…0…10.00 ±  1  % RaƟo  of  acƟve
power  to  reacƟve

angle  between  U  and  I -‐180°...180° ±  0.5  % Evaluated  from
the  power  triangle

Frequency    f 45.00...66.00  Hz ±  0.1  %

THD  U,  THD  I
Harmonics  U,  I  (up  to  51)

0…200.0  %
0…100.0  % ±  2  % Error  in  the  range

10…120  %  U,I

PST,  PLT 0..20 ±  0.5  % in  range  of    0.05..35  Hz

AcƟve  energy  EnP 0…(-‐)  99  999  999.9  kWh ±  0.5  %

ReacƟve  energy  EnQ 0…  (-‐)  99  999  999,9  kvarh ±  0,5  %

where:
 Ku   voltage  transformer  raƟo
 Ki   current  transformer  raƟo
 THD U   total  coefficient  of  voltage  harmonic  distorƟon
 THD I   total  coefficient  of  current  harmonic  distorƟon
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Current  
transformers  from

  5  A  do  6  kA.  

SÊ¥ãó�Ù�  ND  �Ù�«®ò®Ä¦

•  Tools  to  analyse  collected  data

•  Checking  of  data  authenƟcity  -‐  verificaƟon  of  digital  signature

•  Data  presentaƟon  in  tables  and  diagrams

SEE ALSO:
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ND1 3-PHASE POWER QUALITY ANALYSER

P43  -‐  3-‐phase  
transducers  of  power  
network  parameters.  

Statistics U

Val

Max

Min

Peak+

Peak-

Results of file signature verification

File verification: CORRECT!

Data were not be modified.

. Measuring data: CORRECT

. Audit log: CORRECT

. Alarm log: lack of data

. Energy log: CORRECT

. Log of energy quality: CORRECT

. Log of dips and growths: lack of data
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Housing  view  from  frontal  side Housing  view  from  rear  view

Meter  
of  3-‐phase  
network  

parameters  
-‐  N14.

Meter  of  network  
parameters  
-‐  ND20.

ÖÊÙã��½�  «ÊçÝ®Ä¦

•  Audit  log,  report  of  energy  quality,  report  of  electric  energy  consumpƟon

ND  ÝÊ¥ãó�Ù�  �Ù�«®ò®Ä¦

ND1 3-PHASE POWER QUALITY ANALYSER
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1301-‐130-‐903  –  wire  MLS  R,  2m,  black

1301-‐130-‐902  –  crocodile  terminal  AK-‐2B  2540,  black

Rishabh-PROCES 
soŌware.

ND1-‐19C/1

For  more  informaƟon
about Rishabh's 

products  please  visit  
our  website:

www.rishabh.co.in 
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NOTE:
Each  ND1  analyser  is  equiped  with  6  alarms  (electromecanic  relays),  
4  analog  outputs,  12  logic  inputs  and  Ethernet  interface.

EXAMPLE OF ORDER:

The  code  ND1 - 2 1 00 E 0  means:
 ND1 -‐ analyser  of  3-‐phase  power  network    
            parameters  of  ND1  type
 2   -‐  current  input:  5  A
 1   -‐  voltage  input:  57.7/100  V
 00   -‐  standard  version
   E   -‐  English  language
 0   -‐  without  extra  quality  requirements.

ANALYSER  OF  NETWORK  PARAMETERS  ND1-‐ X X XX X X
Current input:                                                            
1  A 1
5  A 2
Voltage input:
57.7/100  V 1
230/400  V 2
400/690  V 3
Version:

standard 00
in  a  portable  case,  without  RJ45  socket PO
in  a  portable  case,  with  Rj45  socket PE
Language:
Polish P
English E
other* X
Acceptance tests:
without  extra  quality  requirements 0
with  a  extra  quality  inspecƟon  cerƟficate 1
acc.  to  customer’s  request* X

*  aŌer  agreeing  with  the  manufacturer
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